Amplifier  MiniCircuit  ERA-3SM  Case/Package size

WW107(inch mm)

 A
B
C
D
E
F
G
H
J

.020
0.508
.10
2.540
.020
0.508
.092
2.337
.085
2.159
.060
1.524
.008
0.203
.026
0.660
.235
5.969

K
L
M
N
P
Q
R
S
T
wt. grams.

.118
2.997
.235
5.969
.118
2.997
.072
1.829
.040
1.016




0.015

Tolerance: .x ± .1 .xx ± .03 .xxx ± .015 inch.
Notes: 

[image: image2.png]UNIT ORIENTATION

TapE
Jcavmy

DIRECTION
OF FEED




· Material and Finish: 

· Case material: plastic. Lead Finish: tin-lead plate. 

· Marking: 

· RF input lead (1) identified by one or both of the following at factory option: 

(a) diagonally cut lead, which may be 45°(ref) in either direction; 

(b) orientation mark on the case. Model dash number identified by color dot or alphanumeric code on case. See specification data sheet. 

· Special Tolerances: 

· Lead width ±.010; lead thickness ±.005 inch. 

· Packaging: 
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Packaging information: 

Tape Width (mm): 12
Reel Size (inches): 7
Device Cavity Pitch (mm): 8
Devices Per Reel: 1000

